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g 2.50£0.05 SPECIFICATION
D Current Rating: 3A AC, DC. |
™ / Voltage Rating: 250V AC, DC.
7@—7{§—7— ————@———é}——@— Yao) $ - $ $ Temperature Range: —25°C ~ 85C.
] L LF \ Contact Resistance: 20m(Q) Max. L
\ | Insulation Resistance: 1000MQ Min.
Withstanding Voltage: 1000V AC/minute.
50%0, ©0.85+0.05
£.5020.10 Pin Material: Brass/Tin-Plated. —
Ax0.20 P.C.B LAYOUT Solder Tabs: Brass/Tin—Plated.
C+0.20 (P VIEW) Material: Nylon 66, UL94V-O. 1
Color: Beige (7506C) ~
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v 1 Part NO. . Dlme%smns c
| 3.0520.20 7 7 —— | 2
»0.70 PIN \ ! CB-W250-02 | 2.50 7.50 6.12
PCB CB-W250-03 | 5.00 | 10.00 | 8.62
CB-W250-04 | 7.50 12.50 | 11.12
MATED CONDITION CB-W250-05 | 10.00 | 15.00 | 13.62 B
3.507020 CB-W250-06 | 12.50 | 17.50 | 16. 12
‘ CB-W250-07 | 15.00 | 20.00 | 18.62
1.85 CB-W250-08 | 17.50 | 22.50 | 21.12 B
L‘ HR] CB-W250-09 | 20. 00 | 25.00 | 23.62
(AT o CB-W250-10 | 22.50 | 27.50 | 26. 12 B
E ©-©-©0 O © % D N CB-W250-11 | 25.00 | 30.00 | 28. 62
™) =
| CB-W250-12 | 27.50 | 32.50 | 31.12
CB-W250-13 | 30.00 | 35.00 | 33.62 B
CB-W250-14 | 32.50 | 37.50 | 36.12
CB-W250-15 | 35.00 | 40.00 | 38.62
i CB-W250-16 | 37.50 | 42.50 | 41.12 '3
DESCRIPTION(/4%): DRAWN(#[E): GENERAL TOLERANCE: |REV:
GONG A ) R2 REV DESCRIPTION DATE
N 2.50mm PITCH 180° WAFER CHECKED(ES0): X +0.95 UNIT: RO p—- 2008.04.07
A L fr A (RoHS) XX 0,15 mm : -
@ 7¥ /ﬁ ﬁ‘l‘jiﬁxfn ﬁ FE{ A ‘] TERESA SIZE: R1 EEEE 2012.05.21 |
CHERNG WEE! Cherng Weei Technology Corp. ::;?RT l\jg CB-W250-XX APPROVAL(H fE): SCALE(LL{31): SHE‘E"T . R2 | 201448 5 4 5EP 3 460 55 4 — T 26 2016.03.22
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