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B A 1.Material: B
B 1.1 Insulator: P.B.T UL 94-VO rated.
_ 1.2 Contact: Brass,t=0.20mm. L
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2793.10%0.10 ~ /C/ 0.90£0.25 1.3 Shell: Cold rolled steel,t=0.40mm.
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- ) )% 2.1 Current rating: 1 A Max.
i g ¥ L@ RS 2.2 Dielectric withstanding voltage: 500 V(ac) for 1 minute. |
H 3 3 17.00+0.25 2.3 Contact resistance: 30 m Q2 Max.

1 S: 3L 2.4 Insulation resistance: 1000 M Q2 Min at DC 500V. 1
- G 2.5 Temperature range: -55C~+105C -
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% &@ L Color: Black,BL:Blue,W:White
S Series No. D-SUB 180" (Male)
2| T H: High Density | 2
Pin Size
| Poles. [A%0.25 |B1025 |C0.25 E 4 | Back-shell 1 |Cold Rolled Steel| ~ T=0.40mm m Plated I
5 Las | 50 | 69 1% 3 | Front-shell 15126 Cold Rolled Steel|  T=0.40mm Nickel Plated
3 % |20 | B3 | 55 | 2 2| Contact es) Brass T=0.20mm Gold / Tin Plated B
45305 | 4704 | 3896 | 229 ] | Housing ] PBT UL 94-V0 Black / Blue / White
. 6 | 6940 | 6350 | 5542 | 241 No. | Part Name Qty | Material | Remarks & Thickness Finish =
3 L3
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LA 5 X +0.30 UNIT:
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