A B ¢ D
: Specifications: -
1 1 ® Material: Polyester, UL 94V-0
B First Circuit ® VOltage Ra‘[ing: 250V B
/ e Current Rating: 5A
7 | e Withstand Voltage: 1500V AC/Minute B
5 45 e Insulation Resistance: 1000MQ min.

N B ® Temperature Range: -25°C~+85°C B
1 e Contact Resistance: Initial value/10mQ max. 1
n After environmental testing/20m¢ max. I~

B
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e Standard Color: Black
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_| — A0S ~Areul Dimensional & Ordering Information: L
I/ I/ I/ I/ 7 3.0£0.05 r L Dimensions mm
4 Circuits Part No
. ED] M 2P ~ 4P 02 CMPF-H300M-2X01 4.0 L
6.9 — 04 | CMF-H300M-2X02 3.00 7.0
@ @ ' @ iR 06 | CMF-H300M-2X03 6.00 100
m———] 08 | CMF-H300M-2X04 9.00 13.0 L
Last Circuit 1 I 10 | CME-H300M-2X05 12.00 16.0
12 | CME-H300M-2X06 15.00 19.0
2| 14 CMF-H300M-2X07 18.00 22.0 | 2
2.45 245 16 | CMF-H300M-2X08 2000 | 252
= = 13 CME-H300M-2X09 24.00 28.2
B 20 CME-H300M-2X10 27.00 31.2 |
f - ) CMF-H300M-2X11 30.00 34.2
6.5 24 CME-H300M-2X 12 33.00 37.2
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DESCRIPTION([N%): DRAWN(#[E]): GENERAL TOLERANCE: |REV: REV DESCRIPTION DATE
I 3.0mm (118") Micro-Fit t AL &5 I
.Umm (. 1cro—F1it connector CHECKED(FEs7): 00 +0.15 UNIT: T AQE
@ A F A B RN 8 (RoHS) 0 gors | RO | RELDASE 2009.06.06
| . MANDY SIZE: R1 | 201448 A #H3EPHL 445 4 — T 28 2015.01.21 |
CHERNG WEE! Cherng Weei Technology Corp. :;;%RT l‘jg CMF-H300M-2xXX APPROVAL(Ff): SCALE(LL{I): SHE‘:;T . R2
DWG NO(E%%):  5750-H JOHNNY FREE } 11 R3
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