Specification
Electrical

~ o I1RE Voltage rating: 250V DC/AC B

:[ oS 107 0529 Current Rating: 5.0A AC, DC

i 2, Insulation Resistance: 1000M €2/ min. =

Dielectric Withstanding Voltage: 1500V AC/ min.
Contact Resistance: 10m €2/ Max. B
Physical
Plastic: LCP ,UL94V-0 / (Black) 1

Contact: Brass/Tin Plated
Operating Temp.: -25°C ~ +105°C
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2X01Pin 2X02Pin 2X03Pin |2
A
4100 3 B2 .00 Part No. A | B D | E =
b-& b G -0 CMF-W300R-2X01C-CF438 | 665] 315 —
8 8l . sl 8 CMF-W300R-2X02C-CF438 | 300 | 965 | 3.5 | —
%) %) ¢\Q ) e ¢
'y AL : A; %g é% M CMF-W300R-2X03C-CF438 | 600 | 12.65 | 315 | — |
of s 1T of 1T ] N . CMF-W300R-2X04C-CF438 | 9.00 | 1565 | 80 | 46
< 3,00 < o3 < $3.00 3 ¢3“ CMF-W300R-2X05C-CF438 | 12.00 | 1865 | 11.0 | 176
= = @ /@’/ CMF-W300R-2X06C-CF438 | 15.00 | 21.65 | 140 | 106 | [
11 150%0.05 3.00 £+0.05 CMF-W300R-2X07C-CF438 | 18.00 | 24.65 | 17.0 | 13.6
CMF-W300R-2X08C-CF438 | 21.00 | 27.65 | 20.0 | 166
2X01Pin 2X02Pin 2X03Pin 2X04~2X12Pin CMEF-W300R-2X09C-CF438 | 24.00 | 30.65 | 23.0 | 19.6 B
CMF-W300R-2X10C-CF438 | 27.00 | 33.65 | 260 | 22.6
P.C.B LAYOUT CMF-W300R-2X11C-CF438 | 30.00 | 36.65 | 29.0 | 25.6 3
CMF-W300R-2X12C-CF438 | 33.00 | 39.65 | 320 | 286 | [
DESCRIPTION( A%5): DRAWN (U [E): GENERAL TOLERANCE: |REV:
%Wiﬂ( (A 3) A4 REV DESCRIPTION DATE
WAFER MICRO FIT 3.0mm 7Y . UNIT: - -
@ Dual Row DIP 90°TYPE(RoHS) CHECKED(#22): XXX £ 0.2 mm 1 2017, 07 21
_ CHERNG VV EEI BIPIRK w08 SIZE: 2 HM2XO1Pin 2017.11.03
CHERNG W Y CMF-W300R-2xXXC-CF438 | APPROVAL(fE):  |SCALE(LLE): - 3 | MU, SHEEEN0ITI8D) | 2017, 12. 06
DWG NO(E): W X 5 XIX 4 | EECRS SIETR. 30502 2018. 05. 16
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