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Specifications: B
® Material: Nylon 66 UL 94V-2
® Voltage Rating: 600V
4.0 e Current Rating: 9A
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1 Circuit — | o Withstand Voltage: 1500V AC/Minute
X i * o Insulation Resistance: 1000MQ min. 1
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,E@ 56 10.0 e Temperature Range: -40°C ~ +105C ~
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4.2£0.05 || | e % + o Contact Resistance: Initial value/10mQ max.
e er environmental testing/20mQ max. =
‘ 2 5 Aft tal testing/20mQ
4.2+0.05 TYP, C+0.25
Panel hole dimensions
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/} ] If Dimensional & Ordering Information: | 2
A N r= P Part No Dimensions mm
‘(/ i i \\‘ :L**%: Circuits Without Mounting Ears With Mounting Ears A B C
S e e 02 CR-H423F-2X01 CR-H423F-2X01Y 540 [10.80 B
e T T i <4.0 04| CReHA4Z3F-2X02 CR-HADIF-OX0Y | 420 | 960 [ 1500
e L I 06 CR-H423F-2X03 CR-H423F-2X03Y 840 [1380 [19.20
Li} 1 1 ;LJ I T 12.0 08 CR-H423F-2X04 CR-H423F-2X04Y 1260 [18.00 [23.40 ~
bl M ! P P $ 10 CR-H423F-2X05 CR-H423F-2X05Y 16.80 [22.20 [27.60
Lo 1= e | L - 12 CR-H423F-2X06 CR-H423F-2X06Y 2100 [2640 [31.80
. 118 14 CR-H423F-2X07 CR-H423F-2X07Y 2520 [30.60 [36.00 =
Mounting Ears : 16 CR-H423F-2X08 CR-H423F-2X08Y 2040 |34.80 [40.20
18 CR-H423F-2X09 CR-H423F-2X09Y 33.60 [39.00 [44.40
20 CR-H423F-2X10 CR-H423F-2X10Y 37.80 4320 [48.60 -
2 CR-H423F-2X11 CR-H423F-2X11Y 42.00 [47.40 [52.80
24 CR-H423F-2X12 CR-H423F-2X12Y 4620 [51.60 |[57.00 3
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