Specifications: -
B+0.25 ® Material: Nylon 66 UL 94V-2
- Ar02 = ® Voltage Rating: 600V
U -— No.1 e Current Rating: 9A
_ 4.2+0.05 TYP. _Circuit 55 e Withstand Voltage: 1500V AC/Minute
N N ) A e Insulation Resistance: 1000MQ min.
AEEODO0 [ﬁj ) ! ? & ® Temperature Range: -40°C ~ +105°C
4.2+0.05 @@@ @@ @@@ 91-6 11.7 14 54+0.3 @ e Contact Resistance: Initial value/10mQ max.
§ v + ® ¢ =] After environmental testing/20mQ max.
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| - ] 3 4 Dimensional & Ordering Information:
5 g 3.4 -— - : Circuits Part No Dimensions mm | 2
) = A B C
02 CR-H423M-2X01 550 | 350
04 CR-H423M-2X02 420 1970 [ 760
8.9 06 CR-H423M-2X03 840 11390 [11.80
V 08 CR-H423M-2X04 1260 | 18.10 | 16.00
19.7 10 CR-H423M-2X05 1680 2230 2020 -
12 CR-H423M-2X06 2100|2650 | 24.40
10.8 14 CR-H423M-2X07 2520  130.70 |28.60
+ 16 CR-H423M-2X08 2040|3490 |32.80 B
f] /] 18 CR-H423M-2X09 33.60 | 39.10 |37.00
20 CR-H423M-2X10 37.80 4330 |41.20
54 2 CR-H423M-2X11 42,00 | 47.50 | 4540
- - 24 CR-H423M-2X 12 4620 | 5170 | 49.60
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