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o o o o 0o O O Current Rating:5A AC, DC
Voltage Rating: 250V AC Maximum B
— — Operating Temp: -25C ~ +85C
Contact Resistance: 10mQ Max i
1 14mm Square Pin Insulation Resistance: 1000M €2 Min 1
8.80 Terminal Material: Brass/Tin-plated
«ﬂﬁ Material: Nylon 66, UL94V-0 i
[ [ [ [ [ [ [ [ [
~ 1R B
[N o 106. 03. 13
9y o PR -
—
= e :
"} ) J "} "} "} "} "} W} M Poles DZH@HSlOH i (ll’l.) Part No. 72
3.96 ‘ 02 | 3,96 (0.156) | 7.92 (0.312) |CV-W3961-02
A | 03 | 7.92(0.312) |11.92 (0.469) |CV-W3961-03 N
B 04 | 11.88 (0.468) | 15.84 (0.624) |CV-W3961-04
05 | 15.84 (0.624) | 19.84 (0.781) |CV-W3961-05
06 | 19.80 (0.780) | 23.80 (0.937) |CV-W3961-06 B
07 | 23.76 (0.935) | 27.88 (1.098) |CV-W3961-07
08 | 27.72 (1.074) | 31.74 (1.250) |CV-W3961-08
3.96 <1>\‘% 09 | 31.68 (1.247) | 35.86 (1.412) |CV-W3961-09 N
10 | 35.64 (1.403) 1 39.90 (1.571) |[CV-W3961-10
A A A 11| 39.60 (1.559) |43.84 (1.726) |[CV-W3961-11
\V \V o /ﬂ/ W 12 | 43,56 (1.715) 147.92 (1.887) |CV-W3961-12 -
RECOMMENDED P.C.BOARD HOLE DIMM. '3
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