A ; c D :
1214010 SPECIFICATIONS -
— Current rating: 1A AC, DC.
+ .
0.60£0.10 Voltage rating: 100V AC, DC. -
Temperature range: —25°C to +85C
—— Ll Conctact resistance: 20m{) Max. B
‘ i i : 500M Q) Min.
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ED —— Jm = 1} = mL - 1 Withstanding voltage: 500V AC/minute.
R EI R TR R i Material: Nylon 66, UL94V-0, ’
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3.40*0.29 Part NO Circuit| Dimensions B
) No. A B
— a e —— — | CZ11502A | 02P | 1.50 | 450 9
\ ip) CZ-H15-03A 03P 3. 00 6. 00 B
- a CZ-H15-04A | 04P 4.50 | 7.50
o CZ-H15-05A | 05P | 6.00 | 9.00 -
o CZ-H15-06A 06P 7.50 | 10.50
= ‘ — g CZ-H15-07A | 07P 9.00 | 12.00 i
CZ-H15-08A 08P 10. 50 | 13.50
0 Ojg g = ; CZ 015 09 | 09P | 12.00 | 15.00
L CZ-H15-10A 10P 13.50 | 16. 50 B
Circuit 1 CZ-H15-11A 11P 15.00 | 18.00
260%0.20 | CZ-H15-12A | 12P | 16.50 | 19. 50 ,
CZ-H15-13A 13P 18.00 | 21. 00
CZ-H15-15A 15P 21.00 | 24. 00 ' 3
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