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Specifications -
SAPIN ‘2_00»‘ WM Current Rating :2 Amp
Insulator Resistance :3000 Megohms Min. -
m m m | /m m m D D D D D D Contact Resistance :20 m ohms max.
£2PIN E _ Dielectric Withstanding :AC 500 V L
\@ @ @ @ @ 3 Operating Temperature :=40°C ~ +105°C
o s Soldering Temperature :260°C for 3~bsec Max.
#1PIN /@/@ @ @ @ @ _ = Contact Material :Phosphor Bronze.
iy /@ w w A w w w s D D D D D D Insulator Material :Polyester, UL 94V-0 1
° i Standard :Nylon—-6T B
‘ 2. 0x(No. of Contacts/2-1) +0. 15 ‘ Finish: Tin, Gold or Duplex Plated
‘ ! P.C.B. Hole Layout Standard: Gold Flash all over ~
0. 442. OxNo. of Positions*0. 30 Note:
Duplex plating: Gold Plated on contact area, -
Tin on solder area
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— 4.0£0.15 Series Connector Contact Material Pin mm Number of |
Type Plating Length Contacts
F402 - X X X - DXXX XX L
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> ol ual Row : ” :Nylon-6T D060 ) B
=~ N F402 (2. 00 H:4. 0) ﬁ%gg”ggig N1:Nylon—9T (Standard:M*DOGO) LonLaCLS)
=" (S C:200"Gold ~ (Standard:N)
‘ ‘ ©Duplex Plating =
D:Gold Flash/Tin
‘ | 2.0+£0.05A PIN 0. 50 (w)x0. 20 (t) ‘ D(6.0+0.4)4 []o.1] J:Gold Flash/Tin 50"
(Standard:G) ' 3
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2.0mm Female Header H:4.0 W:4.0 SMT CHECKED(F27): . . UNIT: P _ oy ] 1.
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