
CHERNG WEEI

Electrical Characteristics:
Current rating: 0.5A AC/DC

Voltage rating: 50V AC/DC

Temperature range: -25°C~+85°C

Withstand Voltage: 500V AC/Minute

Relative Humidity: 95% Max.

Material Description:
Contact: Phosphor Bronze, Tin or Gold Plated

Solder Tab: Brass, Tin Plated

Housing: LCP (UL94V-0)

Slider: LCP (UL94V-0)

PIN数 DIM=A DIM=B DIM=C DIM=D DIM=E

60P 35.6 34.5 29.50 30.60
59P 35.1 34.0 29.00 30.10
58P 34.6 33.5 28.50 29.60
57P 34.1 33.0 28.00 29.10
56P 33.6 32.5 27.50 28.60
55P 33.1 32.0 27.00 28.10
54P 32.6 31.5 26.50 27.60
53P 32.1 31.0 26.00 27.10
52P 31.6 30.5 25.50 26.60
51P 31.1 30.0 25.00 26.10
50P 30.6 29.5 24.50 25.60
49P 30.1 29.0 24.00 25.10
48P 29.6 28.5 23.50 24.60
47P 29.1 28.0 23.00 24.10
46P 28.6 27.5 22.50 23.60
45P 28.1 27.0 22.00 23.10
44P 27.6 26.5 21.50 22.60
43P 27.1 26.0 21.00 22.10
42P 26.6 25.5 20.50 21.60
41P 26.1 25.0 20.00 21.10
40P 25.6 24.5 19.50 20.60
39P 25.1 24.0 19.00 20.10
38P 24.6 23.5 18.50 19.60
37P 24.1 23.0 18.00 19.10
36P 23.6 22.5 17.50 18.60
35P 23.1 22.0 17.00 18.10
34P 22.6 21.5 16.50 17.60
33P 22.1 21.0 16.00 17.10
32P 21.6 20.5 15.50 16.60
31P 21.1 20.0 15.00 16.10
30P 20.6 19.5 14.50 15.60
29P 20.1 19.0 14.00 15.10
28P 19.6 18.5 13.50 14.60
27P 19.1 18.0 13.00 14.10
26P 18.6 17.5 12.50 13.60
25P 18.1 17.0 12.00 13.10
24P 17.6 16.5 11.50 12.60
23P 17.1 16.0 11.00 12.10
22P 16.6 15.5 10.50 11.60
21P 16.1 15.0 10.00 11.10
20P 15.6 14.5 9.50 10.60
19P 15.1 14.0 9.00 10.10
18P 14.6 13.5 8.50 9.60
17P 14.1 13.0 8.00 9.10
16P 13.6 12.5 7.50 8.60
15P 13.1 12.0 7.00 8.10
14P 12.6 11.5 6.50 7.60
13P 12.1 11.0 6.00 7.10
12P 11.6 10.5 5.50 6.60
11P 11.1 10.0 5.00 6.10
10P 10.6 9.5 4.50 5.60
9P 10.1 9.0 4.00 5.10
8P 9.6 8.5 3.50 4.60
7P 9.1 8.0 3.00 4.10
6P 8.6 7.5 2.50 3.60
5P 8.1 7.0 2.00 3.10
4P 7.6 6.5 1.50 2.60
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T:Tube   R:REEL
G:Gold Flash   T:Pure Tin
04~60PIN

2013.10.01變更料號(原:FPC-KJK835UXXX-X)

Insulation resistance:  500M≥ Ω
Contact Resistance:  ≤ 30mΩ
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