2.54%No.of positions*0.5 N 2.0 Specifications
_2.54%(No.of contacts/2-1>+025_ | © | | Current Rating 13 Amps -
S4PIN ! ! Insulator Resistance :5000 Megohms min.
—-&--D—P—-P— Dielectric Withstanding ~ :AC 1000 V -
‘ ‘ ‘ ‘ o Operating Temperature :=40°C ~ +105C
—- *é%éi Contact Material :Copper Alloy n
| | | Insulator Material :Polyester, UL 94V-0
$1.02+0.05 Standard :P.B. T/NL-6T/LCP 1
Finish: Tin, Gold or Duplex Plated
P.C.B Hole Layout Standard: Gold Flash all over B
How to order
Series Connector Contact Material  Pin mm Number of |-
Q Type Plating Length Contacts
QU pP20X - X X X - A/B - XX
N T T B
2 (Pin Header S:Straight Type G:G(_)IFlash P:PBT A B (04 TO 80
O T O - Dual Row) 3 /T\f{(l)g,,g(l)?ged gf%{wm (060)  (030) Contacts) | 2
| | | | | | | | | | | | B;lBU”Gold (S andard:P) (If you desire on other
o ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ @gi)zoq”com (otandard:B g ongth, by marking put
uplex atin i ;
H ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ < ‘ ‘ D:Gold Flash/Tin desired in the A/B) -
0 s
m L
Tl ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ 1l \ [ P201 (H:2.54 W:5.08) (Material (Sandard) :PBT)
i \ \ \ I \ Il \ |l [ P202 (H:1.7 W:5.08) (Material (Sandard) :Nylon-6T) i
vy Y Y ¥ ¥ ¥ ¥ ¥ ¥V Y 1 9 v ,
‘ ‘ [] P203 (H:1.5 W:5.08) (Material (Sandard) :Nylon-6T)
29401/ \DO64+OO5A 2.04x0.2 A . -
- ] Dim(6.0/3.0) :
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