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| Specifications B
2.0xNo.of Positions*0.5 2.0 Current Rating -2 Amp
QU]
| 2.0xNo.of Contacts-1>%0.25 ‘ = | Insulator Resistance :3000 Megohms Min. B
‘ / ‘ = \ \ \ Dielectric Withstanding :AC 500V
| Jr i i i i i T i i i i Operating Temperature :=40°C~+105C B
% % % & ! ! ﬁ% ki % 7% j: Contact Material :Copper Alloy
/ .
| ZEIPIN ; ; ; ; ; { ; ; ; ; \ | Insulator Material :Polyester, UL 94V-0 B
‘ ‘ ‘ ‘ ‘ 20.8£0.05 Finish: Tin, Gold or Duplex Plated
. P.C.B Hole Layout Standard: Gold Flash all over 1
— 552PIN L
How to order
| Series Connector Contact Material Pin Length mm Number of
Type Plating Contacts
7 P30X - X X X - A/ B - XX B
B (Pin Header R:Right Angle Type G:Gold Flash P:PBT A ‘ B (02 TO 40 L
Single Row) (Down Angle Type) X{égﬁgéﬁed g ]Ii](%on 6T (040) (023) Contacts)
R2:1. Omm B 150”Gold (Standard:P) (If you desire on other
C:20U”Gold length, by marking put | 2
4 ©Duplex Plat/ing desired in the A/B)
D:Gold Flash/Tin )
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L i L L L g i i i i J JJ (] P301 (H:2.0 W:2.0) (Material (Sandard) :PBT)
| \ \ \ \ \ T \ \ \ ‘ (] P302 (H:1.5 W:2.0) (Material (Sandard) :Nylon—6T) L
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