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- Specifications -
10xNo.of Positions%0.5 < Current Rating :0.8 Amp
~ : . ; B
1.0x(No.of Contacts—1D+01 N 00 5050 Ir}sulatoy Res.lstance. :900 Megohms Min.
= = — —~——| : Dielectric Withstanding :AC 500 V
I Operating Temperature :=40°C~ +105C -
M M M M\E X X X ‘ O O O Contact Material :Brass
’ Insulator Material :High Temperature -
P.C.B Hold Layout Thermoplastic. UL 94V-0
Standard :Nylon—6T -1
Finish :Tin, Gold Plated
Standard :Gold Flash all over -
How to order i
Series Connector Contact Material Pin mm Number of
Type Plating Length Contacts B
4 p702 - X X X - A/B - XX 2
o — L
) _ (Pin Header  R:Right Angle Type G:Gold Flash N:Nylon-6T A B (01 TO 50
S % ;] Single Row) (Down Angle Type) Xﬁéﬁ”g}jﬁed (Standard:N) (023) (023) Contacts) |
+ N — . . R9:0. 48“.““ B:15U"Gold (If you desire on other
O = S P702(H:1.0 W:1.27)  : B e y
- ~ + ©bu lexOPlatin length, by marking put
& < D:Gold Flash/Tin desired in the A/B) i
% (Standard:G)
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* Dim(2.0/1.9) :
100,05 A 00.30£0.02 A Bx019OA B
A: B: 3
DESCRIPTION( AJ%): DRAWN(E): GENERAL TOLERANCE: RE‘;\"“ REV DESCRIPTION DATE
(A55) -
1.0mm Pin Header H:1.0 90° [}~ 0.30 CHECKED(FER) - X XXX UNIT: 1 N
@ CHERNG WEEI Nylon-6T (RoHS) XX X e mm
N XXX XX° SIZE: 2 |
PART NO: S
CHERNG WEEI PR APPROVAL(IZA): SCALE( H:f51): A41 3
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