A ; c ; :
~ 10xNo.of Positions#0.5 Specifications i
1.0x(No.of Contacts/2-1*0.1 Current Rating :0.8 Amp
o o <0 Insulator Resistance :900 Megohms Min. B
AL o Dielectric Withstanding  :AC 500 V
| ! e Operating Temperature :=40°C ~ +105°C n
7 % % % % S o YooY Y Y Contact Material :Copper Alloy
+ i : SH
< i e A R Insulator Material :High Tempeljature B
- A 5 %\ Thermoplastic. UL 94V-0
' 2090 Standard :Nylon—6T 1
o] P.C.B Hole Layout  pi,igh :Tin, Gold Plated
%PIN Standard :Gold Flash all over B
< How to order il
i)
S Series Connector Contact Material Pin om Number of [~
2‘ Type Plating Length Contacts
s P82 - X X X - A/B - XX |2
VAN VAN VAN VAN VAN VAN VAN VAN g VAN VALY *’7 T T T *’7 T
= 4 (Pin Header  S:Straight Type  G:Gold Flash N:Nylon-6T A (04 TO 100
Ip Dual Row) : X {(1)5 lgtl)%ed (Standard:N) (018) (018) Contacts) [
1 S P802(H: 1.0 W:3.17) g égg 80%3 (If you desire on other
: 0 L length, by marking put |
) | : oo LI
f (Standard:G)
Dim(1.8/1.8) :
4 7 7 7 A 4 7 7 4 7. N
A: B:
| 1.0%0.05A  \[J030%0.02A LO0IA | 3
DESCRIPTION( A% DRAWN(EU[E ) GENERAL TOLERANCE: REV:O REV DESCRIPTION DATE
(A7) R
1.0mm Pin Header H:1.0 180° \:‘: 0.30 CHECKED((#57): X L XXXX UNIT: RO /\ TS R B e R <)
(¥ CHERNG WEEI Nylon-61 (Rolt) N G I
CHERNG WEE gﬁ‘RT NO: APPROVAL(HZ AL): SCALE(LLf): 5 SHE‘:;"- R2
DWG NO(E%5): XX n R3
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