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       1. SHAPE AND DIMENSION(UNIT:mm)
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Clider SMD POWER INDUCTOR(CRGA)

◆ TOLERANCE OF INDUCTANCE

(a) CRGA43 : 1.0~27uH ± 20％ (M) 33~68uH ± 10％ (K)
(b) CRGA53 : 2.2~4.7uH ± 20％ (M) 10~12uH ± 15％ (L)15~220uH ± 10％ (K)
(c) CRGA54 : 10~27uH ± 20％ (M) 33~47uH ± 15％ (L) 56~200uH ± 10％ (K)
(d) CRGA73 : 10~47uH ± 20％ (M) 56~330uH ± 10％ (K)
(e) CRGA75 : 10~470uH±10％ (K)

◆ The operating temperature range is -25℃ to + 85℃.
◆ IDC : The current of inductance drops 10%. 
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SPECIFICATIONS:



Clider SMD POWER INDUCTOR(CRGA)

◆ TOLERANCE OF INDUCTANCE
(a) CRGA103 : 10~470uH ± 20％ (M)
(b) CRGA104 : 10~39uH ± 20％ (M) 47~560uH ± 10％ (K)
(c) CRGA105 : 10~39uH ± 20％ (M) 47~820uH ± 10％ (K)
(d) CRGA106 : 10~82uH ± 20％ (M) 47~1200uH ± 10% (K)

◆ The operating temperature range is -25℃ to +85℃
◆ IDC : The current of inductance drops 10％
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