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Cap Housing Latch

Fitting NailTerminal

Circuit.1

RECOMMENDED P.C.B PATTERN LAYOUT

Note:
1. Material:
    Housing: Thermoplastic High Temp(LCP). UL94V-0; Color: Natural.
    Latch: Thermoplastic High Temp(LCP). UL94V-0; Color: Black.
    Terminal: Phosphor Bronze.
    Fitting Nail: Brass.
    Cap: Stainless Steel.

2. Finish:
    Terminal: Matte Tin/Gold Flash over all.
    Fitting Nail: Matte Tin over all.

3. Electrical Characteristics:
    Current Rating: 0.5A AC/DC.
    Voltage Rating: 50V AC/DC.
    Temperature Range: -25°C ~ +85°C.
    Withstand Voltage: 200V AC/Minute.
    Contact Resistance: 20mΩ max.
    Insulation Resistance: 500MΩ min.
    Relative Humidity: 93%+40°C.

SERIES NO.

N: Normal Contact

LFPC-K841 N

CONTACT TYPE Pin no.

04~60 pin

XX

PT : Pure Tin

CONTACT PLATING

PT

2:Tape&Reel
1:Tube

PACKAGE

Vertical conn.
FPC 0.5 Pitch ZIF SMT

G1 : Gold Flash
5:Tape&Reel+Cap

X

PART NO:

FPC 0.5mm ZIF Vertical SMD Normal type Conn

LFPC-K841-N-XX-XX-X
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∅
NOTES:
1. 10 SPROCKET HOLE PITCH CUMULATIVE TOLERANCE.±0.20mm
2. CARRIER CAMBER NOT TO EXCEED 1mm IN 250mm.
3. ALL DIMENSIONS MEET EIA-481-C REQUIREMENTS.
4. MATERIAL: BLACK ANTI-STATIC POLYSTYRENE.
5. THICKNESS: 0.50 ± 0.05 mm.
6. PACKING LENGTH PER 13" REEL : 12.60METERS.
7. COMPONENT LOAD PER 13" REEL : 1000PCS.
8. PEELING OFF FORCE OF TOP TAPE 0.1N~0.7N(10.2gf~100gf).

160 Min
Tail Part (Empty)

Component
Supplier

100 Min
Top tape bonded part(Empty)

400 Min
Top tape leader part
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