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單位/Unit

LT-MF300_M__-PS 30001TM-N

.118"(3.0mm)  Crimp Terminal (Male)

Features:

Specifications:

# 20
5 AAmpere

Wire size
3 A4 A5 A

# 24# 22 # 26
1 A2 A
# 30# 28

Material: Phosphor bronze
Used in LH-MF300F-__ series housing

Current rating:

Contact resistance: 10m   max.
Dielectric strength: 1500V AC/minute

Voltage rating: 250V AC(RMS) or DC

(carry rated current load)
Temperature rise: 30°C max.

Wire range: #20 ~ #30 AWG
Thickness: 0.2mm

Wire sizePart No.
Ordering Information

Finished Dim. a Dim. b Dim. c Dim. d
LT-MF3001M-PS Tin-plated

Gold flash in contact area.  Others: Tin-plated
Gold flash

#26 ~ #30 AWG 1.8 1.6 2.4 1.9

Tin-plated
Gold flash in contact area.  Others: Tin-plated
Gold flash

#20 ~ #24 AWG 2.1 2.1 2.7 2.4

LT-MF3001MGT-PS
LT-MF3001MGO-PS
LT-MF3002M-PS
LT-MF3002MGT-PS
LT-MF3002MGO-PS
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